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SCALE: 1" = 1000'

GENERAL NOTES:

1. SITE ADDRESS:
EXISTING: 2900 W. STRATHMORE

BALTIMORE, MD  21206
PROPOSED: 2900 W. STRATHMORE (LOT 1)

BALTIMORE, MD  21206
WOODCREST AVENUE (LOT 2)
BALTIMORE, MD  21206

2. SITE AREA:
EXISTING: 21,047 SF or 0.321 Ac.±
PROPOSED: 12,046 SF or 0.161 AC.± (LOT 1)

9,001 SF or 0.161 AC.± (LOT 2)

3. ZONING: R-1-E (NO CHANGE PROPOSED)
4. USE: 

EXISTING: 1 RESIDENTIAL DWELLING
PROPOSED USE: 2 RESIDENTIAL DWELLINGS (1 DWELLING/LOT)
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SPECIMEN TREE INVENTORY
KEY

T-1

SIZE (dbh) CRZ (radius) DISPOSITIONBOTANICAL NAME
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SPECIMEN TREE MITIGATION NOTES

258 TOTAL INCHES REMOVED

· 60 CALIPER INCHES @ 1:1 = 60 INCHES
· 40 CALIPER INCHES @ 1:2 = 20 INCHES
· 158 CALIPER INCHES @ 1:4 = 39.5 INCHES

· MITIGATION REQUIRED = 119.5 INCHES

SPECIMEN TREE MITIGATION PROVIDED
A MITIGATION FEE OF $300.00 PER CALIPER INCH REMOVED IS TO BE PAID PRIOR TO ISSUANCE OF ANY PERMITS.
119.5 CALIPER INCHES X $300.00 = $35,850.00.

CLEARED

CLEARED

CLEARED

CLEARED

CLEARED

BALTIMORE CITY FOREST CONSERVATION WORKSHEET

NET TRACT AREA:
A. TOTAL TRACT AREA A=0.48
B. DEDUCTIONS B=0
C. NET TRACT AREA C=0.48

LAND USE CATEGORY: RESIDENTIAL
D. AFFORESTATION THRESHOLD (NET TRACT AREA (C) X 15%x) D=0.07
E. CONSERVATION THRESHOLD (NET TRACT AREA (C) X 20%x) E=0.10

EXISTING FOREST COVER:
F. EXISTING FOREST WITHIN NET TRACT AREA F=0
G. AREA OF FOREST ABOVE CONSERVATION THRESHOLD G=0

BREAK-EVEN POINT:
H. BREAKEVEN POINT ((G x 0.2)+E):  (THE AMOUNT OF FOREST THAT MUST BE RETAINED SO THAT NO MITIGATION IS REQUIRED) H=0
I. FOREST CLEARING PERMITTED WITHOUT MITIGATION I = EXISTING FOREST COVER (F) - BREAKEVEN POINT (H) I=0

PROPOSED FOREST CLEARING & RETENTION:
J. TOTAL AREA OF FOREST TO BE CLEARED *(ALL FOREST AREA NOT PROTECTED BY EASEMENT) J=0
K. TOTAL AREA OF FOREST TO BE RETAINED K = EXISTING FOREST COVER (F) - FOREST TO BE CLEARED (J) K=0

PLANTING CALCULATIONS:
IF THE TOTAL AREA OF FOREST TO BE *RETAINED (K) IS AT OR ABOVE THE BREAKEVEN POINT (H); NO PLANTING IS REQUIRED,
AND NO FURTHER CALCULATIONS ARE NECESSARY (L=0.00 ACRES, M=0.00 ACRES, N=0.00 ACRES, AND P=0.00 ACRES);
OTHERWISE, CALCULATE THE PLANTING REQUIREMENT(S) AS FOLLOWS:

Q. TOTAL AFFORESTATION REQUIRED
IF EXISTING FOREST COVER (F) IS LESS THAN THE AFFORESTATION THRESHOLD (D),
THEN Q = AFFORESTATION THRESHOLD (D) - EXISTING FOREST COVER (F) Q=0.07

R. TOTAL PLANTING REQUIREMENT R = Q R=0.07

AFFORESTATION REQUIRED:
· THE 0.07 ACRES OF AFFORESTATION IS REQUIRED
· LANDSCAPE PLANTING RATE IS (100) 2” CAL. TREES PER ACRE
· AFFORESTATION REQUIREMENT EQUALS (7) 2" CAL. NATIVE CANOPY TREE

AFFORESTATION PROVIDED:
· REQUIREMENT IS TO BE MET ON SITE THROUGH LANDSCAPING
· LANDSCAPE PLANTING RATE IS (100) 2” CAL. TREES PER ACRE  (ONE PLANTING UNIT EQUALS 0.01 AC OF CREDIT)
· (7) NATIVE CANOPY TREES EQUALING 7 P.U. ARE PROVIDED ON SITE TO MEET THE AFFORESTATION REQ'D

SEE SHEET TWO FOR REFORESTATION PLANT LIST AND DETAILS

TWO YEAR MAINTENANCE AGREEMENT

THE COMPANY RESPONSIBLE FOR TREE CARE
THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE AND TREE CARE FOR A PERIOD OF TWO YEARS.
SERVICE SHALL INCLUDE, BUT NOT BE LIMITED TO, THE FOLLOWING:

A. WATERING
·      WATERING SHALL BE PROVIDED DURING THE GROWING SEASON AS REQUIRED.
·      FIRST GROWING SEASON: ONCE PER WEEK.
·      SECOND GROWING SEASON: AS NEEDED, BUT NOT LESS THAN ONCE PER MONTH DURING JULY AND AUGUST.

B. REINFORCEMENT PLANTING PROVISIONS
·      A MINIMUM OF 100% OF THE TOTAL NUMBER OF TREES PLANTED PER ACRE IS REQUIRED TO SURVIVE AT THE END OF THE TWO
YEAR MAINTENANCE PERIOD.

C. PROTECTION FROM DISEASE AND INJURY
·      PERIODIC INSPECTION SHALL BE MADE FOR ANY EVIDENCE OF DISEASE OR DAMAGE.

FOREST CONSERVATION CERTIFICATE
OWNER'S SIGNATURE AND CERTIFICATION
Baltimore City, Maryland Department of Planning

I certify that I have reviewed this Forest Conservation Plan, that I am aware of the regulations presented in the Baltimore City Forest
Conservation Program and I agree to comply with these regulations and all applicable policy, guidelines, and ordinances.  I agree to certify
the implementation of the approved Final Forest Conservation Plan no later than one (1) year fro the date of occupancy to the Baltimore
City Department of Planning, 417 E. Fayette Street, 8th floor, Baltimore, MD 21202. Attn: Beth Strommen.

Developer's Signature Date

(Print) Owner's Name Telephone No.

(Print) Mailing address - city - state - zip

Owner's Signature Date
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SCALE: 1" = 20'
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FCP CONSTRUCTION SEQUENCE

1. CONTRACTOR IS TO STAKE AND FLAG THE SEDIMENT CONTROL MEASURES AND LIMITS OF DISTURBANCE. TREE PROTECTION FENCE & SIGNAGE SHALL BE MANUALLY INSTALLED ALONG THE LIMITS OF
DISTURBANCE.  THIS SHALL BE COMPLETED BY AND INSPECTED AT THE PRE-CONSTRUCTION MEETING. NO EQUIPMENT, VEHICLES, MACHINERY, DUMPING, STORAGE, OTHER CONSTRUCTION ACTIVITIES, BURIAL,
FIRE, OR OTHER DISPOSAL OF CONSTRUCTION MATERIALS SHALL BE LOCATED INSIDE PROTECTIVE FENCING.

2. NOTIFY BALTIMORE OFFICE OF SUSTAINABILITY, 48 HOURS IN ADVANCE FOR THE PRE-CONSTRUCTION MEETING, THIS IS TO INCLUDE INSPECTION OF PROTECTIVE DEVICES. PROTECTIVE DEVICES WILL BE VISIBLE,
WELL ANCHORED AND WILL BE IN PLACE AND MAINTAINED AS NEEDED UNTIL CONSTRUCTION COMPLETION. ATTACHMENT OF PROTECTIVE DEVICES OR ANY OTHER OBJECT TO TREES IS STRICTLY PROHIBITED.

3. IF ROOTS ARE CUT (WITHIN ANY OF THE PROJECT AREA), CUT CLEANLY TO PROMOTE QUICK WOUND CLOSURE AND REGENERATION. THE ROOT CUTTING SHALL BE DONE WITH A SHARP TOOL, IN SUCH A WAY
THAT DOES NOT PULL ON THE ROOTS, BUT LEAVES SMOOTH CUTS. APPROPRIATE TOOLS INCLUDE: SHARP LOPPING SHEARS, HANDSAWS, A SHARPENED AX, A HAND PRUNER, A SAWSALL, AND ANY OTHER
SHARP TOOL WHICH LEAVES A CLEAN CUT. A CHAINSAW OR CHAIN TRENCHER MAY NOT BE USED TO MAKE FINAL CUTS. ONCE EXPOSED, ROOTS MUST BE COVERED WITHIN 8 HOURS. IF LEFT EXPOSED LONGER
THAN 8 HOURS, THE ROOTS MUST BE KEPT MOIST WITH BURLAP. ALL ROOTS PRUNED SHALL BE LEFT WITH A CLEAN, SMOOTH ENDS AND NO RAGGED EDGES. AFTER PRUNING, FILL THE AREA AND WATER UNTIL
THOROUGHLY SOAKED. MULCH AREA WITH SHREDDED HARDWOOD MULCH.

4. PROPERLY PRUNE BRANCHES THAT ARE BROKEN AND/OR DAMAGED DURING PROJECT. ANY LIMBS OR ROOTS THAT ARE DAMAGED DURING THE WORK SHOULD BE REMOVED WITH A CLEAN SAW CUT AT AN
ADJOINING LIMB OR BRANCH USING GOOD PRUNING TECHNIQUES.

5. MONITOR THE CONDITION OF ANY TREES TO BE RETAINED DURING CONSTRUCTION AND MAKE CORRECTIVE MEASURES WHEN APPROPRIATE. DECISIONS ARE TO BE MADE WITH THE APPROVAL OF A CERTIFIED
ARBORIST.

6. AFTER CONSTRUCTION IS COMPLETED, REMOVE PROTECTIVE DEVICES.

7. FOLLOWING COMPLETION OF CONSTRUCTION, PRIOR TO USE, A CERTIFIED ARBORIST SHALL INSPECT THE SITE TO ASCERTAIN CONDITION OF TREES IN RETENTION AREAS. IF NECESSARY, IMPLEMENT
CORRECTIVE MEASURES FOR STRESS REDUCTION, REPAIR OF RETAINED TREE DAMAGE AND REMOVAL OF DEAD OR DYING TREES THAT POSE A SAFETY HAZARD.

MAINTAIN EXISTING GRADE WITH THE TREE PROTECTION FENCE

6' STEEL "T" POSTS   8' O.C. MAXIMUM SPACING

6 GA. ALUMINUM WIRE TIES OR 12 GAUGE GALV. STEEL "T" POST CLIPS MINIMUM 3 PER POST

3' LONG, ORANGE OR RED HEAVY WEIGHT FLAGGING @ 5' O.C.

TREE PROTECTION DETAIL NOT TO SCALE

NOTE:

1. TREE PROTECTION FENCE SHALL BE INSTALLED PRIOR TO ANY SITE WORK, CLEARING OR DEMOLITION

2. WHERE REQUIRED, SUPER SILT FENCE MAY BE USED IN LIEU OF WELDED WIRE FOR TREE PROTECTION PROVIDED IT IS INSTALLED AND MAINTAINED AS A TREE PROTECTION MEASURE AND

IS POSTED WITH TREE PROTECTION SIGNS

3. TREE PROTECTION FENCE SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION. REMOVE FENCE ONLY WITH APPROVAL AND AFTER ALL SITE WORK HAS BEEN COMPLETED

TREE TO BE PROTECTED

TREE
PROTECTION

SIGNAGE

PLASTIC LAMINATED SIGN
SEE SIGN ENLARGEMENT

14 12 GAUGE 4" X 2" WELDED WIRE FENCE FABRIC 4' MIN HEIGHT

NOTE
· A STATE OF MARYLAND LICENSED TREE EXPERT AND/OR AN INTERNATIONAL SOCIETY OF ARBORICULTURE CERTIFIED ARBORIST MUST PERFORM ALL TREE PROTECTION MEASURES.
· APPROPRIATE TREE PROTECTION MEASURES APPLIED BY A QUALIFIED TREE CARE PROFESSIONAL MAY INCLUDE AND ARE NOT LIMITED TO: ROOT PRUNING, CROWN REDUCTION OR PRUNING, WATERING, FERTILIZING, AND/OR INSECT/DISEASE CONTROL
· TREE PROTECTION MEASURES SHALL BE DONE BY OR UNDER THE SUPERVISION OF AN ISA CERTIFIED ARBORIST AND MEET OR EXCEED ANSI A300 OR APPROVED TREE CARE INDUSTRY STANDARDS. A CERTIFIED ARBORIST MUST BE ONSITE DURING THE

ENTIRETY OF TREE WORK.

2'
-0

"
4'

-0
"

PLANTING DETAIL FOR

DECIDUOUS AND EVERGREEN TREES (1" -  4" CALIPER)

6"

12"

TWO (2) PIECES OF REINFORCED
RUBBER HOSE

6" EXPOSED SOIL AT ROOT FLARE.
NO MULCH.

FIRST LATERAL ROOT FLUSH WITH
FINISHED GRADE

MULCH RING TO BE EDGED TO A
MINIMUM 3" DEPTH

3" MULCH

NOTE: STAKES AND WIRE ARE TO BE REMOVED
AT THE COMPLETION OF ONE (1) FULL

GROWING SEASON.

FINISHED GRADE

UNDISTURBED SOIL

SOIL MIX

SELECTIVELY PRUNE CROSSING,
BROKEN, OR DAMAGED LIMBS.

RETAIN NATURAL FORM OF TREE. DO
NOT PRUNE CENTRAL LEADER.

HEIGHT OF BRANCHING TO BE A
MINIMUM OF 6'

#12 GALVANIZED WIRE GUYS
(TWISTED)

TWO (2) 6' HT. 2"X2" OAK STAKES,
NOTCHED TO HOLD WIRE

REMOVE ANY COVERING AND TYING
FROM TOP OF ROOT BALL AND

TRUNK

SCALE: NONE

PLANT IDENTIFICATION:
All plants shall be identified in accordance with the latest edition of Hortus
Third, by "The Staff of the Hortorim".

LIST OF PLANT MATERIALS:
The contractor will verify plant quantities prior to bidding and any
discrepancies shall be brought to the attention of the Landscape Architect.
The Contractor shall furnish and plant all plants required to complete the
work as shown on the drawings. Substitutions shall not be made  without the
written approval of the Landscape Architect. This contract will be based on
the bidder having verified, prior to bidding, the availability of the required
plant materials as specified on the Plant List.

PLANT QUANTITY:
All shrubs shall be dense, heavy to the ground, and well grown, showing
evidence of having been sheared regularly, and sound, free of plant disease
or insect eggs, and shall have a healthy, normal root system. Plants shall be
nursery grown.  Plants shall not be pruned prior to delivery.  The shape of the
plant shall in general conform to its natural growth proportions unless
otherwise specified. All plants including container grown shall conform to
American Standard for Nursery Stock (ANSI z60.1, latest edition), and shall
have a well-shaped, heavy branch structure for the species. Evergreen trees
are to have an internode  no greater than 24" and shall be uniformly
well-shaped.  All plant sizes shall average at least the middle of the range
given in the plant list.

PLANT SPACING:
Plant spacing is to scale on the plan or as shown on the plant list.

SOIL MIX:
Soil mix will be 2

3 existing soil and 1
3 LEAFGRO or equal organic material,

thoroughly mixed and homogenized.

BALL SIZE:
The ball size shall conform to the American Association of Nurserymen's
publication entitled American Standard For Nursery Stock, ANSI z60.1, latest
edition.

EXCAVATION:
Holes for all plants shall be 18" larger in diameter than size of ball or
container and shall have vertical sides. Hedges shall be planted in a trench
12" wider than ball diameter. Beds for mass planting shall be entirely
rototilled to a depth of 8" and shall be 18" beyond the average outside edge
of plant balls.  A 2" layer of organic material ( i.e., LEAFGRO) will be
incorporated into plant beds by tilling again.

PLANTING:
Backfilling shall be done with soil mix, reasonably free of stones, subsoil, clay,
lumps, stumps, roots, weeds, Bermuda grass, litter, toxic substances, or any
other material which may be harmful to plant growth or hinder grading,
planting, or maintenance operations.

Should any unforeseen or unsuitable planting conditions arise, such as faulty
soil drainage or chemical residues, they should be called to the attention of
the Landscape Architect and Owner for adjustments before planting. The
plant shall be set plumb and straight and shall be staked at the time of
planting. Backfill shall be well worked about the roots and settled by
watering. Plants will be planted higher than surrounding grade. Shrubs will be
1" higher and trees will be 3" higher. Remove rope from around tree trunks
and lay back burlap from top of all B&B material. Nylon or vinyl rope and/or
burlap will be completely removed from all plant material prior to planting.

TRANSPLANTING TREES BY TREE MACHINES:
Trees shall be moved by machines that provide a minimum of 9" per 1" of
tree caliper. Holes are to be dug by the same size machine as the one
transporting the plant. The plant material shall be transplanted in
approximately the same growing condition as it is presently growing, in terms
of soil type and moisture content. Fertilize and guy as described in these
plans and specifications.

CULTIVATION:
All trenches and shrub beds shall be cultivated, edged and mulched to a
depth of 3" with shredded hardwood. The area around isolated plants shall
be mulched to at least 6" greater diameter than that of the hole. Plant beds
adjacent to buildings shall be mulched to the building wall.

MAINTENANCE:
The Contractor shall be responsible during the contract and up to the time of
acceptance for keeping the planting and work incidental thereto in good
condition, by replanting, plant replacement, watering, weeding, cultivating,
pruning and spraying, restaking and cleaning up and by performing all other
necessary operations of care for promotion of good plant growth so that all
work is in  satisfactory condition at time of acceptance, at no additional cost
to the Owner.

FERTILIZER:
The Contractor shall apply granular fertilizer to the soil mix with 10-6-4
analysis, 50% organic, at the  following rates: Trees @ 2-3 lbs. per caliper
inch; Shrub Beds @ 3-5 lbs per 100 sq.ft.; and Groundcover Beds @ 2-3 lbs.
per 100 sq.ft.

GROUNDCOVER:
All areas of groundcover shall be rototilled to a depth of 6".  Apply 2" of
organic material and rototill until thoroughly mixed. Apply fertilizer as stated
above.

GUARANTEE  AND REPLACEMENT:
All material shall be unconditionally guaranteed for two (2) years.
Replacement of trees found to be dead or in poor health during the 2 year
maintenance period must be replaced during the current or next planting
season (not at the end of the 2 years).  The Contractor is responsible for
watering but not for losses or damage caused by mechanical injury or
vandalism.

SPECIFICATIONS FOR PLANTING

LANDSCAPE MAINTENANCE REQUIREMENTS

· MAINTENANCE OF LANDSCAPED AREAS INCLUDES, BUT IS NOT LIMITED TO WEEDING, MULCHING, MOWING, TRIMMING, PRUNING, EDGING, CULTIVATION, SEEDING, FERTILIZATION, WATERING, PEST CONTROL, AND
ANY OTHER MAINTENANCE NECESSARY TO ENSURE HEALTHY, VIGOROUS PLANT GROWTH AND WELL-KEPT PROPERTY CONDITION.

· ANY DEAD PLANTS OR PLANTS WHICH FAIL TO SHOW HEALTHY GROWTH MUST BE REMOVED AND REPLACED WITHIN 60 DAYS OF IDENTIFICATION OF DETERIORATED HEALTH OR NOTIFICATION BY THE CITY.
REPLACEMENT MAY BE DELAYED UNTIL THE NEXT GROWING SEASON ONLY IF THE 60 DAY PERIOD OCCURS DURING A TIME OF YEAR NOT SUITABLE FOR PLANTING.

· ALL REPLACEMENT PLANTS MUST MEET THE SIZE AND OTHER CHARACTERISTICS OF NEWLY PLANTED MATERIAL AS REQUIRED IN THE MANUAL.

· TREES MUST BE ADEQUATELY SUPPORTED, WHEN NECESSARY TO INSURE PROPER GROWTH. TREE STAKING MUST BE REMOVED PRIOR TO FINAL INSPECTION, WITH THE EXCEPTION OF PLANTS REPLACED DURING THE
WARRANTY PERIOD AND NOT YET ESTABLISHED.

· IT IS DESIRABLE TO AVOID EXCESSIVE USE OF FERTILIZERS AND PESTICIDES TO MINIMIZE IMPACTS ON WATER QUALITY. IT IS RECOMMENDED THAT FERTILIZER APPLICATION BE NEED-BASED RATHER THAN AS AN
AUTOMATIC COMPONENT OF MAINTENANCE SCHEDULES AND WHEN APPROPRIATE, SLOW-RELEASE OR NATURAL FERTILIZERS BE SELECTED OVER HIGHLY-SOLUBLE CHEMICAL FERTILIZERS.

· THE IMPLEMENTATION OF AN INTEGRATED PEST MANAGEMENT (IPM) PROGRAM IS RECOMMENDED TO PREVENT AND TREAT PEST PROBLEMS.

GENERAL PLANTING NOTES

1. CONTRACTOR IS TO NOTIFY MISS UTILITY A MINIMUM OF 72 HOURS PRIOR TO DIGGING.  TELEPHONE: 1-800-257-7777.

2. THE LANDSCAPE ARCHITECT IS TO BE NOTIFIED 48 HOURS BEFORE PLANTING BEGINS.  THE LOCATION OF ALL PLANT MATERIAL IS TO BE APPROVED IN THE FIELD BY THE LANDSCAPE ARCHITECT.

3. THIS PLAN IS FOR PLANTING AND TREE PROTECTION ONLY.

4. NO PLANTING PITS ARE TO BE LEFT OPEN OR UNATTENDED.
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